
 
 

SOPREMA reserves the right to amend the composition of its material and consequently their prices, without prior notice. For this reason, all orders will be accepted 

only in accordance with the conditions and technical specifications in force at the date of order. 
 

Contact: www.soprema.com 
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TECHNICAL DATASHEET 

 

FLAGON PVC Pyramidal Profile  

Copper Art 
 

Description 
 
FLAGON PVC Pyramidal Profile Copper Art is composed of flexible, copper coloured PVC.  
FLAGON PVC Pyramidal Profile Copper Art is a decorative profiled standing seam.  
It is characterized by a high resistance to weathering and UV-rays. 
 
 

Characteristics & packing 
 
Composition flexible PVC 

Height (a) (mm) 25 

Width seam (b) (mm) 15 

Total width (c) (mm) 35 

Length (y) (m) 3 

Thickness (mm) 2,2 

Mass (kg/m) 240 

Pieces/box 10 

Colour copper 

 
 

Installation 
 
Used as a decorative standing seam in combination with FLAGON Copper Art membranes.  
The profile is welded with hot air. 
 

 

Special indications 
 
Hygiene, Health and Environment 
The product does not contain any substance which is likely to be detrimental to your health or to the environment and 
complies with generally admitted Health and Safety Requirements. 
For more information, please refer to the relevant safety data sheet. 
 
Quality-, Environment- and Safety Management 
SOPREMA always recognises as a high level of importance the quality of the products, the environment and safety. 
For this reason, we operate independently monitored Quality and Environment Assurance Systems in line with 
EN ISO 9001 and EN ISO 14001. 

http://www.soprema.com/

