
 

SOPREMA reserves the right to amend the composition of its material and consequently their prices, without prior notice. For this reason, all orders will be accepted only in accordance with the 
conditions and technical specifications in force at the date of order. 
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ALSAN 076 

 

 
Application areas 
ALSAN 076 is used for cleaning metal or synthetic surfaces, 
as well as for cleaning metal tools used to apply ALSAN 
products. 
 
Properties 

• ethyl-acetate-based 

• high volatility 

• good cleaning properties for tools 
 
Conditions for application 
Substrate and ambient temperature: min. -10 °C up to max. 
+35 °C. 
 
Implementation 
Application: Wear suitable gloves when handling  
ALSAN 076.  
Due to its high volatility, start as soon as the product has been 
applied, cleaning with a cloth or sponge. 
Prior to application, mask surfaces that may not be exposed 
to ceaning agent with maskingtape to prevent damage. 
After successfully degreasing and cleaning the substrate, 
wait for at least 30 minutes for the product to evaporate 
before carrying on with the next stage (sanding, applying 
systems, etc.). 
ALSAN 076 may not be used as a thinner for ALSAN systems 
and must only be used as a cleaning agent. 
Rollers an brushes are single-use tools and must be disposed 
of on completion of work. For cleaning tools, us an empty  
30 l container filled with 10 to 15 l ALSAN 076. This is 
sufficient for mixers, agiators and other metal tools. 
 
Reaction times (23 °C) 
Flash-off time: > 30 minutes 
 
Technical characteristics 
Density (23 °C): 0,89 g/cm³ 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Packing 
1 l and 10 l tin 
 
Storage, transport & shelf life 
In its original unopened package stored in a cool, dry and 
frost-free place, the unmixed product has a minimum shelf life 
of 12 months. 
Avoid, also on site, exposure of the containers to direct 
sunlight. 
 
Safety information and risks 
Refer to the relevant safety data sheet for more information. 
 
Elimination 
Residual cleaning agent must be disposed of as hazardous 
waste. 
 
Manufacturer/company 
SOPREMA SAS 
14, rue de Saint-Nazaire 
67025 Strasbourg 
France 
 
General information 
The information in this document is applicable to the 
corresponding product, provided by Soprema. 
Please note that this may vary from country to country. 
The above information, in particular the product application 
information, is based under normal circumstances and is 
provided to the best of our knowledge. 
The wide variety of requirements and conditions on site 
requires that the product must be tested by the user under 
the specific conditions to ensure that it is suitable for the 
intended use. 
We reserve the right to make changes that reflect the 
technological progress and improvements to our products. 
 
 

 

Product description: 
ALSAN 076 is an ethyl-acetate-based cleaning agent for 
the ALSAN range. 
 
 
 

http://www.soprema.com/

